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Specification

900×620×880mm

880×520×600mm

Microprocessor controller with LCD display, display the operating status of each function

HEPA filter indicators facilitate a timely replacement plan

0.3~0.45m/s

200~300m³./h

1pc H14 HEPA Filter

Electro-Galvanized steel with antimicrobial powder coating

PMMA

Solid physicochemical board, resistant to acid and alkali

(Note: when use it as Balance Weighing Hood, please remove the work surface and put the 

cabinet on the Weighing table directly.)

6.5W×1

45W

AC220V±10%, 50/60Hz; 110V±10%, 60Hz

≤60dB(A)

Pre-filter; HEPA filter; LED lamp;Temperature and humidity sensor.

Balance weighing table; 

Waste recycling device;

Air velocity sensor;

Filter life Sensor;

Gas concentration sensor;

Active carbon filter.

65kg

95kg

1030×750×1090mm

0.9m³

1300×620×880mm

1280×520×600mm

400~600m³./h

2pc H14 HEPA Filter

9.6W×1

75W

109kg

150kg

1430×750×1090mm

1.2m³

External Size (W×D×H)

Internal Size (W×D×H)

Air filtration System

Electrical System

Sound Emission

Standard Accessory

Net Weight

Gross Weight 

Shipping Size (W×D×H)

Shipping Volume

Display

Life Indicator

Average Air Velocity

Air Volume

HEPA Filter

Front Panel

Front and Side Window

Work Surface

LED Lamp

Consumption

Power Supply

Model BSC-I-WH900 BSC-I-WH1300

The Class I Biological Safety Cabinet, it can also be used as Balance Weighing Hood, it’s designed for the safe and weighing of highly 

active drugs and liquids.It is mainly used for weighing experiments involving dust, liquids, or mixtures of dust and liquids.

Description

● Unique back panel airflow design, it’s beneficial for stable balance readings and avoids the 
risk of highly active drugs falling during the replacement of the Pre-filter and HEPA filter.

● Easy-to-replace Pre-filter could extend the HEPA filter’s lifetime.

● Microprocessor controller with LCD display, digital display of the operating status of each 
function.

● With Temperature and humidity sensor, real-time monitoring of temperature and humidity 
improves weighing accuracy.

● Humanized design, three-sided observation window, convenient for multi-angle observation.

● Memory function in case of power-failure.

Advantage

OEB Grade (Occupational Exposure Brand) is OEB 5.

For the highest-risk materials in the pharmaceutical industry, this cabinet minimize 
exposure risks and strictly control the leakage of highly hazardous substances in the 
cabinet, ensuring the safety of operators and the environment.

Safety

Class I Biological Safety Cabinet (Weighing Hood)
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POLLUTED AIR

PRE-FILTERED AIR

FILTEREDAIR

ROOM AIR

HEPA Filter

Airflow Pattern

LCD Display
 (Real-time show the Time, Humidity, Temperature, and Filter life)

Balance Weighing Table (Optional)

Back panel with Clip-on knob design 
for easy replacement of Pre-filter

Waste recycling device (Optional)

Control System

Airflow System

Optional Accessory

Cabinet Construction
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Class I Biological Safety Cabinet

Specification

Model

External Size (W×D×H)(mm)
Internal Size (W×D×H)(mm)
Max Opening
Work Surface Height

Control 
System

Airflow 
System

Air filtration 
System

Cabinet 
Construction

Electrical 
System

Illumination
Sound Emission

Standard Accessory

Optional Accessory

Gross Weight (kg)
Shipping Size (W×D×H)(mm)
Shipping Volume (m³)

Display

Alarm

Airflow Velocity
Air Volume
Pre-Filter
HEPA Filter
Cleanliness Grade

Partial air circulation

Main Body
Work Surface
Front Window
Side window

UV Lamp

LED Lamp

Max.Consumption

Power Supply

800×760×1880
700×630×550
350mm
730mm
7”LCD touch screen
Audio and visual alarm (Abnormal airflow velocity, HEPA filter failure, UV lamp failure, Front window at unsafe 
height)
0.3~0.5m/s, speed adjustable
832m³/h (490CFM)
1pcs, Polyester fiber,washable, Filtration efficiency: G3
1 pcs, Efficiency: > 99.995% at particle size of 0.3μm
ISO Class 5 (formerly Class 100) 
Perforations at the back wall of the work zone and negative pressure channel which are designed to eliminate 
air turbulence and the possibility of dead air corners in the work zone. 
Electro-Galvanized steel with antimicrobial powder coating
304 Stainless Steel
Automatic Motorized door, tempered glass, Thickness: 5mm
5 mm UV resistant tempered glass
8W×1 
Emission of 253.7 nanometers for best sterilization effect
8W×1
350W
Not include socket loading power consumption
AC220V±10%, 50/60HZ; 110V±10%, 60Hz
≥600Lux
<64dB(A)
1.Air Velocity Sensor×1; 2.Pre-Filter×1; 3.HEPA Filter×1; 4.Waterproof Socket×2; 5.LED Lamp×1; 6.UV 
Lamp×1; 7.Base Stand.
1.Foot Switch; 2.Water Tap; 3.Gas Tap; 4.Differential Pressure Sensor; 5.Manually Adjustable Base Stand; 
6.Upgraded LED Lamp; 7.IV Bar with Hooks.
190
950×1060×1630
1.7

1100×760×1880
1000×630×550

1188m³/h (699CFM)

30W×1

10W×1
360W

220
1250×1060×1630
2.2

1300×760×1880
1200×630×550

1426m³/h (839CFM)

30W×1

10W×1
360W

250
1450×1060×1630
2.5

1500×760×1880
1400×630×550

1663m³/h (979CFM)

30W×1

10W×1
360W

280
1650×1060×1630
2.9

1800×760×1880
1700×630×550

2020m³/h (1189CFM)

40W×1

20W×1
370W

330
1950×1060×1630
3.4

Model BSC-I-800H BSC-I-1100H BSC-I-1300H BSC-I-1500H BSC-I-1800H

7'' LCD Touch Screen

(Real-time monitoring and 
display Front window status/Air 
velocity/Date/Time/Tempera-

ture/Filter and UV lamp 
life/System working status etc.)
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● Standard with Air Velocity Sensor, real-time monitoring and display air velocity and precise control.

● Standard with dual filters, the Pre-filter effectively increases the service life of the HEPA filter.

● Motorized front window, double protection from control limit and travel limit,ergonomic 10° tilt Angle, improve the operation comfort.

● Transparent side glass window design, which is convenient for multi-angle observation.

● Removable stainless steel working surface, easy to pull out, convenient for cleaning and disinfection.

● Safety login system: three-level authority, control,function setting, parameter setting and hierarchical menu entry can be performed.

● UV sterilization function and its timing function can be 

set by appointment.

● With memory function in case of power failure.

● Audio and visual alarm (Abnormal airflow velocity, 

HEPA filter failure, UV lamp failure, Front window at 

unsafe height).

● Interlock function: UV lamp and front window; UV 

lamp and blower, LED lamp; blower and front window.

Safety Performance Advantage

Air Velocity Sensor (Standard)

(Precise control of downflow velocity, even if the filter resistance 
doubled, it also can maintain constant air velocity.)

Foot Switch(Optional)

Optional Upgrade LED Lamp

RG0 Without Blue Light Anti-Glare Eye Protection Ra98 High Color
Rendering Index

Waterproof Socket (IP54)

Airflow Pattern

HEPA Filter 

POLLUTED AIR

FILTERED AIR

ROOM AIR



710×680×1050mm (Without Base Stand)
710×680×1680mm (With Base Stand)
610×590×625mm
750mm
Microprocessor controller with LCD display, display the operating status of each function
Front sliding sash interlock with fan and UV lamp
HEPA filter and UV life indicators facilitate a timely replacement plan
0.2~0.5m/s，Speed adjustable
1 pcs, Efficiency: > 99.995% at particle size of 0.3μm
ISO Class 5 (formerly Class 100) 
Perforations at the back wall of the work zone which are designed to eliminate air turbulence and the 
possibility of dead air corners in the work zone. 
Electro-Galvanized steel with antimicrobial powder coating
304 Stainless steel, an angled front, rounded work surface front edge
Manual sliding sash: 5 mm UV resistant tempered glass with counter-balance system and ergonomic handle
5 mm UV resistant tempered glass
8W×1
With timing function from 0 to 999 minutes
Interlock with front sliding sash. 
Emission of 253.7 nanometers for best sterilization effect.
8W×1
160W (Not include socket loading power consumption)
AC220V±10%, 50/60HZ; 110V±10%, 60Hz
≥500Lux
≤62dB(A)
1.LED Lamp×1; 2.UV Lamp×1; 3.Waterproof Socket×1
1.Base stand; 2.Water Tap; 3.Gas Tap
80kg (Without base stand), 130kg (With base stand)
115kg (Without base stand), 165kg (With base stand)
920×855×1190mm
0.94m³
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Class I Biological Safety Cabinet

Humanized design

● Front sliding sash interlock with fan and UV lamp.

● Front sash and side windows are made of 
UV-resistant tempered glass.

● The host and sockets have independent capaci-
tors to prevent current overload.

Description

Safety Performance

Class I Biological Safety Cabinet is a biological 
safety isolation equipment used in biological 
safety laboratories or other laboratories. It is 
usually used to handle low-risk biological 
materials. Suitable for testing samples without 
requiring protection. Protect Operator and the 
Environment.

● Memory function in case of power-failure.

● HEPA filter and UV life indicators facilitate a timely replacement plan.

● UV lamp for sterilization.

● Equipped with temperature sensor to show the real temperature 
during operation.

● Waterproof socket provide convenience for small instruments to be 
used in the operating area.

● Perforations at the back wall of the work zone which are designed to 
eliminate air turbulence and the possibility of dead air corners in the 
work zone.

Specification

Model BSC-I-800

External Size (W×D×H)

Internal Size (W×D×H)
Work Surface Height

Control System

Airflow System

Air Filtration 
System

Cabinet 
Construction

Electrical 
System

Illumination
Sound Emission
Standard Accessory
Optional Accessory
Net Weight
Gross Weight
Shipping Size (W×D×H) 
Shipping Volume

Display
Interlock
Life Indicator
Airflow Velocity
HEPA Filter
Cleanliness Grade

Partial Air Circulation

Main Body
Work Surface
Front Window
Side Window

UV Lamp

LED Lamp
Consumption
Power Supply

LCD Display
 (Real-time show the Time, Temperature,

UV life and Filter life)

Base Stand (Optional)

UV Lamp
(Emission of 253.7 nanometers for 

most efficient decontamination)

Waterproof Socket (IP54)
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Airflow Pattern

HEPA Filter 

POLLUTED AIR

FILTERED AIR

ROOM AIR



1615

C
en

trifu
ge

Humanized Design

Waterproof Socket 
(IP54) UV Lamp

HEPA Filter

Description

Class I Biological Safety Cabinet is a biological 
safety isolation equipment used in biological safety 
laboratories or other laboratories. It is usually used 
to handle low-risk biological materials. Suitable for 
testing samples without requiring protection. Protect 
Operator and the Environment.

Microbiology (non-pathogenic)                   

Forensics               

Sterile product compounding

Application

Class I Biological Safety Cabinet

● Perforations at the back wall of the work zone which are designed to 

eliminate air turbulence and the possibility of dead air corners in the 

work zone.

● Intuitive and easy-to-use microprocessor controller with LCD display, 

graphical and digital display of the operating status of each function, 

such as filter life, UV life etc.

● Ergonomic Control Panel Location, centered and angled down for an 

easy reach & viewing. 

● The non-direct light source design can effectively relieve the opera-

tor's visual fatigue under the condition of ensuring the illumination.

● Brushed stainless steel work surface is for easy cleaning. 
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Safety Performance

Specification

External Size (W×D×H)(mm)
Internal Size (W×D×H)(mm)
Work Surface Height

Control System

Airflow System

Air Filtration 
System

Cabinet 
Construction

Electrical System

Illumination
Sound Emission
Standard Accessory
Optional Accessory
Gross Weight (kg)
Shipping Size (W×D×H)(mm)
Shipping Volume (m³)

Display
Interlock
Life Indicator
Airflow Velocity
HEPA Filter
Cleanliness Grade

Partial Air Circulation

Main Body
Work Surface
Front Window
Side Window

UV Lamp

Consumption

Power Supply

1050×710×1850
950×615×625
750mm
Microprocessor controller with LCD display, display the operating status of each function
Front sliding sash interlock with fan and UV lamp
HEPA filter and UV life indicators facilitate a timely replacement plan
0.2~0.5 m/s, Speed adjustable
1 pcs, Efficiency: > 99.995% at particle size of 0.3μm
ISO Class 5 (formerly Class 100) 
Perforations at the back wall of the work zone which are designed to eliminate air turbulence and the 
possibility of dead air corners in the work zone. 
Electro-Galvanized steel with antimicrobial powder coating
304 Stainless steel, an angled front, rounded work surface front edge
Manual sliding sash: 5 mm UV resistant tempered glass with counter-balance system and ergonomic handle
5 mm UV resistant tempered glass
20W×1
With timing function from 0 to 999 minutes, Interlock with front sliding sash. 
Emission of 253.7 nanometers for best sterilization effect.
155W
Not include socket loading power consumption
AC220V±10%, 50/60HZ; 110V±10%, 60Hz
≥900Lux
≤62dB(A)
1.Base Stand; 2.LED Lamp; 3.UV Lamp; 4.Waterproof Socket×2
1.Water Tap; 2.Gas Tap
225
1190×990×1325
1.56

1320×710×1850
1220×615×625

30W×1

285W

255
1460×990×1325
1.92

1625×710×1850
1525×615×625

30W×1

285W

285
1765×990×1325
2.3

1930×710×1850
1830×615×625

20W×2

300W

330
2070×990×1325
2.7

Model BSC-I-1100 BSC-I-1300 BSC-I-1600 BSC-I-1900

● Front sliding sash interlock with fan and UV lamp.

● UV sterilization with UV lamp timing function.

● Front sash and side windows are made of UV-resistant tempered glass.

● The host and sockets have independent capacitors to prevent current overload.

Convenience Features
● Memory function in case of power-failure. 

● HEPA filter and UV life indicators facilitate a timely replacement plan .

● Two side glass windows installed for easy experiment observation.

● Equipped with temperature sensor to show the real temperature during operation.

● Waterproof socket provide convenience for small instruments to be used in the operating area.

Airflow Pattern

Water Tap & Gas Tap 
(Optional) 
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LCD Display
 (Real-time show the Time, Temperature,

UV life and Filter life)

HEPA Filter 

POLLUTED AIR

FILTERED AIR

ROOM AIR


